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Solid durability
It accommodates a maximum of 300kg (total
area) and has strong durability agianst
external shock such as vibrations or scratches.

Clear X-ray Image quality
With High DQU* specifications of 1417 ·1717
WCC/WGC,obtain clear images even at low
doses.

Intuitive OLED
An OLED screen is attached to the exterior so you
can check the settings of the detector’s functions
and opertaional status in real time.

Ergonomic product design
For user convenience, a non-slip pad is attached.
The edges on the sides of the prouduct are
designed to be easy to grasp when carrying.

High reading

Smart Diagnostic Support

Clear X-ray image quality

Grid ON by Anti Scatter Algorithm

Easy device compatibility
in a medical environment

Easy Drive & Easy Sync
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Waterproof and dustproof rating IP66
The 1417-1717 WCC/WGC panel has secured a high
waterproof and dustproof rating to operate reliably not
only hospitals but also in any external environment.

Lightweight & high-speed Imaging
1417·1717 WCC/WGC’s lightweight design
makes it easy to cary, and delivers X-ray
images within.



Other

Grid ON

HDR (High Dynamic Range)

Auto Stitching Less Steps

Quick search Add
Favorites feature
Auto-Retake Multi
Study 

4K Ultra HD

* Test Condition : 125 kVp / 0.5 mAs * Test Condition : 125 kVp / 0.5 mAs

30%

3. Easy Sync

1. Easy Drive

2. Easy Bridge

Dose Reduction

with AI
Wireless detector for excellent image quality

Provides clear images for medical review 
Convenient for both patients and doctors due to accurate and efficient X-ray imaging

Easy 3 options considering the medical environment

Premium image processing User friendly UI upgrade

Automatically detects indications of major
lesions during breast X-ray imaging, improving
the overall  accuracy and efficiency of the
diagnosis

Allows medical staff members to readily make
decisions in X-ray imaging conditions

Supports diagnosis
for lung disease

1 detector can cover at least 2 separate
rooms

Can easily store 1,600 X-ray images (1717

WCC/WGC : 1,300 images)

Can be linked to tablet PC, smartphones, or

other mobile devices to view acquired images

Can share X-ray images through web-based

storage

State of the art technology (Auto X-ray Detection) & Auto Trigger  prevents errors

No connection required between detector and system in order to  acquire X-ray

images

Rayence New Algorithm

Removal of scattered ray with
30% dose reduction per grid
use. 
Provides a grid in mobile 
environments.

Contrast range improved for
more accurate imaging of thick
or thin areas. 

Analyzed within
3 seconds

Can automatically merge up to
4 X-ray images 

Determines normailty,
abnormaility

Provides analysis information regarding the 5 main indications to determine the nomailty or abnormality; assists in the diagnosis of major lung diseases
 such as lung cancer, tuberculosis, and pneumonia through a combination of the detected indications.

AI Chest X-ray support diagnosis system

Supports image assessment by learning 
major abnormal indications that are often 
observed in breast X-ray images

Interstitial
density

Pleural
effusion

Ganglion

Sclerosis

Pneumothorax


